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The ultrasound approach

 

Plug one end into an Ultraprobe and plug
one of the interchangeable modules into
the other end to extend your reach.
Standard length is 8‘ (2.4 M).
Ultraprobe 100:  EXC-1
Ultraprobe 550, 2000: EXC-2
Ultraprobe 9000 & 10,000: EXC 9/10

MP-BNC-2 Miniphone to BNC
Connector: connects an Ultraprobe to
most recording devices, lap top com-
puters and vibration analyzers. 

UE X2 Adapter: Charges a battery out-
side the main pistol unit. Attaches to
the standard Ultraprobe BCH metered
pistol recharger and to the battery. 

Y-Splitter: Fits in the headphone jack
and connects either two headphones
or a headphone and an audio/
vibration cable simultaneously. 

Nylon Cover for Zero Halliburton
Cases: Protects your carrying case
from scratches and bangs.  
Ultraprobe 2000, 9000: CC-UPZH-2S
Ultraprobe 10,000: CC-UPZH-10S

WTG-1 Ultrasonic Warble Tone
Generator: The standard tone generator

with two amplitude
positions: low and high.
In high covers up to
4000 cubic feet of unin-
terrupted space.
Rechargeable Ni-cad
batteries

FMTG-1991 Multi-Directional Tone
Generator with
four transducers
to cover a 360°
pattern of ultra-
sonic output.
Suction cup
mount (magnetic
mount optional).
Rechargeable
Ni-cad batteries.

WTG2SP Pipe Threaded Warble Tone
Generator: 1” NPT male threaded 
nipple with adapters for 3/4” and 1/2“
female nipples, 
10 turn amplitude
adjustment dial.
Rechargeable 
Ni-cad batteries

Model Numbers for Accessories
Model Number UWC CFM LRM EXC CABLE ADAPTERX2 MMP

Ultraprobe 100 NA NA LRM-1 EXC-1 NA MMP-7

Ultraprobe 550 UWC-2 CFM-2 LRM-2 EXC-2 ADAPTERX2 MMP-2, 8,7

Ultraprobe 2000 UWC-2 CFM-2 LRM-2 EXC-2 ADAPTERX2 MMP-2, 8,7

Ultraprobe 9000 UWC-9/10 CFM-9/10 LRM-9/10 EXC-9/10 ADAPTERX2 MMP-2, 8,7

Ultraprobe 10,000 UWC-9/10 CFM-9/10 LRM-9/10 EXC-9/10 ADAPTERX2 MMP-2, 8,7

Covered by one or more of the following patents: 0151115; 0303776; 0315199; 1206586; 1297576; 1881263; 2562758; 2689339; 
4416145; 4823600; 5955670; 6122966; 6339961; 6341518; 6415645; 6655214; 6707762; 6804992
UE Systems is committed to continual product improvement; therefore specifications are subject to change 
without notice. Warranty details are available by request. 

MMP-8 MMP-7

Use with 
All Models

MMP-2
All Models

(except Ultraprobe 100)

RAS-MT Compressed Air Leak Tag MMP Magnetic Mount:

Uses a magnetic mountable transducer
with a cable that is plugged into an
Ultraprobe, which is put on a test point.
Ideal for bearing inspections and hard
to reach test points.
Ultraprobe 550, 2000: RAS-MT-2
Ultraprobe 9000 & 10,000: RAS-MT 9/10

A three-part leak tag system for your
compressed air leak surveys. Part 1: the
Leak Location Marker. Part 2: Leak Data,
which includes relevant test information.
Use this to log information for reference
and to act as a work order. Part 3: the
Repair Tag. This acts as a follow up to
document the repair and to assure that
it was performed correctly.

Screws into the stethoscope module and
magnetically bonds to a test surface.
Recommended for use with the EXC. For
effective operation, screw the MMP into
the Stethoscope module, plug the
Stethoscope module into one end of the
EXC and plug the other end of the EXC
into the Ultraprobe.
Ultraprobe 100: MMP-7
Ultraprobe 550, 2000, 9000 & 10,000: 
MMP-8, MMP-7, MMP-2

UE  EXC Shielded Cable:
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